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Line 021 REF: LI021-AA

↓ PRODUCT DESCRIPTION
The Line 021 is a linear made up of powerful LEDs, each fitted with lenses, 
and positioned in series. It provides even, acute-angled luminous flux of the 
whole surface. and has a fixed, adjustable or suspended 36 by 37centimetre 
aluminum profile. It is available in six lengths: 36 cm, 70 cm, 103 cm, 136 cm, 
170 cm & 203 cm. Several models are available, depending on the required 
specifications.
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↓ DEGREES

↓ OUTPUT ↓ LUMENS
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ENLine 021 REF: LI021-AA

↓ CLASSIFICATION

Product Ref. LI021

Specification AA

Colour Aluminum AL

Black BK

White WH

Colour temperature 2400K 24

2700K 27

3000K 30

3500K 35

4000K 40

5000K 50

Lengths 36 cm 36

70 cm 70

103 cm 103

136 cm 136

170 cm 170

203 cm 203

Degrees 10° 10

18° 18

28° 28

40° 40

Elliptic EL

REFERENCE LI021 - AA - AL - 30 - 170 -28

↓ LENGTHS | POWER

Lengths* (cm) Power (w)

36 17,34

70 34,68

103 51,51 

136 68,34 

170 85,68 

203 102,51 

* �Overall length including aluminum profile, cover, protective endpiece, and 
spare cable outlet

↓ SOURCES
•• Luminous flux according to Bining : 4500 lumens by meter;
•• Colour temperature : from 2400 K to 5000 K;
•• Service Range : 70 % of nominal flux after 25000 hours;
•• Colour Rendering Index : CRI 80 or CRI 90.

↓ OPTICAL CHARACTERISTICS
•• PMMA acrylic lens, efficiency ~90 %;
•• Available degrees : 10°, 18°, 28°, 40° & Elliptic.

↓ ELECTRICAL CHARACTERISTICS
•• Power Supply Line 021 : Constant voltage 24V;
•• Supply Connectors : Wire outlet section 0,5mm²/ AWG20, 200 cm, 
polarised, pre-stripped;

•• Power Output : 51 W per meter;
•• Electrical Classification : Class III SELV device.

↓ MECANICAL CHARACTERISTICS
•• Operating temperature : - 5° + 40°;
•• Available lengths : 36cm, 70cm, 103cm, 136cm, 170cm & 203cm;
•• Integrated in a 36*37mm aluminum profile;
•• Fixing type : Fixed, adjustable or suspended;
•• ROHS components;
•• Inside use only.

↓ SPECIFICITIES
•• 3 years garantee.
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