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REF : CS010RF

 PRODUCT DESCRIPTION

This round ceiling spotlight is used for general interior, accent or 
ambience lighting applications. Different temperatures of colors, different 
beams and different finishes are available.

 OUTPUT

 POWER SUPPLY

 STANDARDS COMPLIANCE

 COLOUR TEMPERATURE

 COLOURS

 LUMENS

 DIMMING  DEGREES

 CRI

 IP RATING  USE



T : 
E : 
W : www.loupi.com

Conception & fabrication LOUPI Lighting System, droits réservés. 
Marques, modèles et brevets déposés, reproduction interdite. 

Noir

CS010

RF

BK

27

30

35

40

WH

CU

Blanc
Custom
2700K
3000K
3500K
4000K

Colour Temperature

 ENSPOT

CS010- RF- BK- 27-

15

15

25

40

ELL

15°
25°
40°
Elliptique

Degrees

REFERENCE

Ceiling Spot 10 REF : CS010RF

 SOURCES

 OPTICAL

 ELECTRICAL

 MECHANICAL

 SPECIFICITIES

• Luminous flux according to Bining: : 800 Lumens ;
• Colour temperature: : 2700K to 4000K (2 to 3 Macadam step)
• Service Range: 70 % of nominal flux after 50 000 hours;
• Colour Rendering Index: CRI 90.

• PMMA acrylic lens, efficiency ~90 %;
• Available degrees: 15°, 25°, 40° & ELL

• Constant supply voltage 0.7A;
• Supply connection : Polarised output connectors.
• Power consumption to 8W max, excluding supply.
• Electrical classification: Class III TBTS device

• Dimensions : Diameter 45mm, Height excluding mounting system 
90mm.
• Operating temperature: -5° +40°;
• ROHS components;
• Interior use only.

• Electrolytic treatment available;
• 3 years guarantee.

 CLASSIFICATION
Product Ref.
Specification
Colour
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 ENSPOT

 

ACIN010COCIRCPXXMKR
Piccolo circuit with 

heat-shrinkable sheath for INSERT 10

ACCESSORIES
Ceiling Spot 10

 OPTICAL ACCESSORIES

ACSC005OPNIDABBKD36
Honeycomb accessory Ø36mm

REF : CS010RF

 CONNECTOR POWER SUPPLY IN 24V


