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Read the instructions carefully before
assembly and commissioning.

Before proceeding with the installation, please
ensure that the meter is powered off for safety
reasons.

In accordance with European Union regulations on Waste Electrical and
Electronic Equipment (WEEE), this lighting device must be disposed of
separately. It should be taken to local collection centers specializing in the
disposal or recycling of electronic products.

• Before installing the device, always ensure that the 48V power supply is switched off.

• If you use LOUPI adapters with products from other brands, please note that no responsibility
is accepted regarding electrical safety, the proper functioning of the combined system,
or any damage resulting from this combination. The liability for any defect in the LOUPI
adapter remains unchanged.

• Only the manufacturer is authorized to replace or repair the LED module of this lighting
device. In the event of damage or failure of the LED module, the entire lighting device must
be returned to the factory.

• Please follow national guidelines for installation and accident prevention.

• This lighting device is intended for indoor use only in dry environments.

• When cleaning, please use only a high-quality microfiber cloth suitable for precision optical
systems.
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MINIMUM Ø 4MM

A1 Track

RA002 WARNING

A2 Track



RA002-A1/A2
Surface-mounted Rail Installation with or without Cable Outlet 
(Track A1 or A2) 

Track A1
(réf ACRA002EAL)

Track A2
(réf ACRA002EAS)

Track A1
(réf ACRA002EAL)

Track A2
(réf ACRA002EAS)



RA002-A3
Surface-mounted Track Installation with Driver Box (Track A3)
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RA002-A3
Surface-mounted Track Installation with Driver Box (Track A3)



RA002-A4
Recessed Trimless Slim Track 
Installation

22mm



RA002-A5-A
(Necessary for A5-B and A5-C)  
Pendant Slim Track Installation on Single peg
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RA002-A5-B
Pendant Slim Track Installation on Wago Box

CONNECT



RA002-accessories
Straight Junction Cover Accessory Installation (Ref. ACRA002CJD)



RA002-A5-C
Pendant Slim Track Installation on Driver In Box
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RA002-A5-C
Pendant Slim Track Installation on Driver In Box



Corner End Cap Accessory Installation (Ref. ACRA002EA)
RA002-accessories
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Single End Cap and Finishing Cover Accessory Installation 
(Ref. ACRA002ES and CRA002CAPXX100)

RA002-accessories


